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MONTHLY UPDATE ON STATUS OF PONDCRETE OPERATIONS - JMK-0448-91 

Attn: J. 0. Wienand 

Attached is a status report for Waste Repacking and Solidiiication (WRSS) from 
June 27, 1991 through July 26, 1991. Upon your approval, please forward this 
report to the Colorado Department of Health. Copies are also to be provided to the 
Environmental Protection Agency and the Rocky Flats Environmental Monitoring Council. 

If there are any questions concerning the report, please contact J. D. Roberts 966-6129, 
J., F. Guadagnoli at 966-4885, or D. R. Pierson at 966-7100. 
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FOR PONDCRfZtE OPERATIONS 
JUNE 27, 1991 THROUGH JULY 26, 1991 

BUILDING 788 

Approximately 207,525 gallons of liquid were transferred from the 2076 North pond to 
Building 374 Liquid Waste Operations during the reporting period. Approximately 
139,600 gallons of liquid were pumped from 2076 North pond to 2076 South pond. . 

STORAGE PAD 750 

There were three spills found during the ongoing inspections of the pad during the month. 
Two of the spills were saltcrete dry material and were less than one pound. One spill 
was liquid pondcrete and was less than one pint. All of the spills were contained and 
cleaned up. Approximately 52,556 gallons of runoff liquid were pumped and 
transferred by truck to Building 374 Liquid Waste Operations. 

STORAGE PAD 904 

Approximately 83,550 gallons of runoff liquid were pumped and transferred by truck to 
Building 374 Liquid Waste Operations. There were no spills found during the ongoing 
inspections of the pad during the reporting period. 
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904 AND 750 WR&S STORAGE AREAS 
RESULTS FROM ANALYSIS OF GRAB SAMPLES 

Analytical results from analysis of grab samples collected at the 750 and 904 Pondcrete storage 
areas are summarized below. This report includes all data for which analytical results were 
available from June 27, 1991 through July 26, 1991. The plant guide for Nitrate discharges 
is 10 mg/l; for gross Alpha is 40 pCi/l; and for gross Beta is 50 pCi/l. Also included are the 
Cyanide, Cadmium, and Ammonia results upon availability. 

TABLE 1 
750 CULVERT 

GxEs cFm3 TOTAL 
SAMPLE NITRATE ALPHA BETA DISSOLVED 

DATE m a / l  DC i / l  nCi / l  SOLIDS (ma/l) 
0 6 / 0 7 / 9  1 4.31 5 k 3  2 2 5  4 6 0  
0 6 / 1  3 / 9 1  4.03 3+2 5 + 2  4 0 1  
0 6 / 2 6 / 9 1  1.79 5 2 2  6 2 2  3 4 8  

0 7 / 1  0 / 9 1  2.1 5 5+2 9+2 4 3 2  
0 7 / 0 3 / 9 1  2.94 5 t 2  6i2 4 1 8  

TABLE 2 
750 PAD PUDDLE 

am3 G x s s  TOTAL 
SAMPLE NITRATE ALPHA BETA CYANIDE CADMIUM AMMONIA DLSSOLVED 

0 6 / 0 2 / 9 1  3.75 0.9k0.5 11k.1 cO.003 3.6 0.33 1 5  
0 6 / 0 3 / 9 1  0.40 5+1  11+1 c0.003 3.7 0.25 7 3  

DATE m a / l  pCi/ l  oCi/l ma/t u a l l  ma//  SOLIDS (mul l )  

TABLE 3 
904 PAD PUDDLE 

aas a333 TOTAL 
SAMPLE NITRATE ALPHA BETA CYANIDE CADMIUM AMMONIA DISSOLVED 

0 6 / 0 1 / 9 1  1.02 1 2 1  16+1 c0.003 6.6 i .7a 2 7  
0 6 / 0 2 / 9 1  0;41 0.520.4 6+1 ~ 0 . 0 0 3  3.2 0.47 7 6  
0 6 / 0 3 / 9 1  1.70 10+1 2a+2 c0.003 10.0 2.34 9 4  
0 6 / 0 7 / 9 1  1.15 0.7k0.4 5+1 c0.003 5.5 0.86 1 2  

DATE m a / l  pCi / l  DCi/l m a / l  u a l l  ma / l  SOLIDS (ma/ll 

. -  These data were gathered as part of the routine environmental monitoring conducted by ._ 

Environmental Management to screen runoff waters from the pads. Care must be used in any 
interpretation of these data, which are derived from grab samples taken in a dynamic system. 


